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DEPENDABLE CHEMICAL

Still The One

After all the hoopla and claims, WHITE patch is
still best for many flooring applications. Don’t be

As a maker of both gypsum and Portland cement
levelers, DEPENDABLE® is uniquely qualified to
understand the relative value of each material.
Examine the claims and the true facts for yourself.

WEAKER OR STRONGER?

Some claim gypsum patch has a low compres-
sive strength of only 1500 psi. Actually, some
cement products are nearly that low, as well as
some less expensive gypsum products, but not
DEPENDABLE! The “Original” WHITE SKIM-
COAT™ tests at up to 4000 psi, higher than
many cement materials. POLYSKIM® tests at
3500 psi, and GSL™ self leveler up to 6000 psi!

fooled by misleading claims of some manufacturers.

W

WHITE SKIMCOAT is still the best, quicksetting,
high strength, fast to cover patch and underlayment
used for over 45 years.

* NON STAINING... mildewcide protected
when mixed with DEPENDABLE Latex Liquid.

* NON ALKALINE... adhesive
friendly.

* NON SHRINKING... crack
resistant, dust free.

* VERSATILE... use on virtually
any surface.

Still the one!
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ADHESIVE FRIENDLY?

SKIMCOAT and POLYSKIM are inherently neu-
tral — neither acid nor alkali — while cement is very
highly alkaline. Most manufacturers of modern floor
covering adhesives demand a pH of less than 10,
which virtually all cement patches exceed. Cement
reacts chemically for more than 28 days, while gyp-
sum white patch dries and hardens quickly and nat-
urally without chemical reaction to the adhesive or
other floor components.

STAINS?

Gypsum contains nothing to stain vinyl. SKIM-
COAT and POLYSKIM are mildewcide protected
through additives similar to those used in adhesives
and other flooring products.The alkalinity in cement,
which can be adhesive unfriendly, is also somewhat
resistant to mildew growth,

MOISTURE?

Gypsum does not deteriorate or swell from water
vapor, but can be softened or eroded by standing or
running water. That is the reason special gypsum or
cement products are used in high water use areas
like showers and baths. On floors, high moisture
emissions that could affect bond of white patching
materials also affect cement patches, modermn adhe-
sives and most floor coverings. Moisture emissions
can also bring up alkaline salts out of cement patch
and concrete over time that can attack the adhesive.
With the use of latex additives or dry polymer latex
fortifiers, SKIMCOAT and POLYSKIM can be very
water resistive. The same technology has been used
in thin application cement patches to keep them sta-
ble while curing for immediate application of wet
adhesives.

When all the facts are analyzed, the best choice
for an easy, quick solution without “callback” prob-
lems is to use a premium quality gypsum patching
material like DEPENDABLE WHITE SKIMCOAT
or DEPENDABLE POLYSKIM. These fine patches
meet the needs of today’s installer for consistent,
trouble free patching and leveling. Where a high
quality cement patching material is required,
DEPENDABLE also offers the installer FEATHER-
CRETE™ and SKIMCRETE®. Either way, the
right answer is premium quality products from
DEPENDABLE. ¢





